
User Manual

EMERGENCY PANELCE-V15E

● Alarm triggered , si ren or voice message output

Volume Contral

●

●

●

60-second digi tal IC for voice message recording

Record Level Control

FEATURES

Emergency Panel CE-V15E

Power M ICVOL UM EREC LEVELSTO PSTARTMODEALA RM

SIREN PLAY REC



① ② ③ ⑤ ⑥ ⑦

①Power switch ②Power indicator ③Alarm status indicator

④Select swi tch ⑤Start-sta rts recording or playback

⑥S top-stops recording or playback Record level contro l

Volume contro l MIC in Mode indicator

⑦

⑧ ⑨ ⑩

①MIC INPUT-for message recording

②L INE INPUT-for mes sage rec ording

③AL ARM INPUT
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CAUTION!

!
R IS K O F EL E CT RIC S H OCK

DO N OT O PE N

WARNING!
TO RE DU CE T HE RIS K OF FI RE OR EL EC TR IC

S HOCK D ONO TE XP OS ET HI SE QU IP ME NT TO

R AIN O RM O IST UP E

Emergency Panel CE-V15E

Power MICVO LUMEREC LEVELSTOPSTA RTMODEAL ARM

SIRENPL AY RE C

④ ⑧ ⑨

⑩

INPUT

MIC LINE ALARM OUTPUT

① ② ③ ④ ⑤ ⑥

④AUDIO OUTPUT

⑤AC POWER CORD

⑥AC F USE



MIC In

LINE In

LINE Output

FREQ RESPONSE

THD

Record Time

Protection

Power

Power Comsumption

Dimensions(LxWxH)

Net Weight

Gross Weight
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Specifications are subject to change without not ice.

C AUTI ON!

!
R IS K OF EL E CT RIC S H OC K

DO N OT OPE N

WARNING!
TO REDUCET HE RI SK OF FI RE ORELECTRIC

S HOC KD O NO TE XP OS ET HI SE QU IP ME NT TO

R AI NO RM O IST UP E

INPUT

MI C LINE ALARM OU TPUT

CAUTION!

!
RISKOF ELECTRIC SHOCK

DO NOT OPEN

WARNING!
TOREDUCETHE RISK OF FIREORELECTRIC

SHOCKDONOTEXPOSETHISEQUIPMENT TO

RAINORMOISTUPE

Pre Amplifier

Audio source

<500mV , 600 , Imbalance

<400mV,10K , Imbalance

>200mV(Serin or record)

100Hz~3.4KHz( 3dB)

<0.01% at 1KHz

1 Minute(Can be extended to 2, And 100000Times for RE-Record)

AC FUSEx0.5Ax1

AC 220V 10% 50-60Hz

5~10W

482x330x88mm

6.5Kg

7.5Kg

Ω

Ω

±

±



CAUTION:Do not open the equipment cover arbitrarily,
so as not to electric shock.P lease contact the professionals
to maintain if necessary .

CEOPA corporation
www.ceopa.com

http://www.ceopa.com

